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ULTRA-HIGH POWER LED SERIES - lOOOW 



SPECIFICATION 



DIMENSION 



Material 


Aluminum 


Watt 


1000 W 


Raw Luminous Efficacy 


120 Lm/W 


Effective Luminous Flux 


90000 Lm 


CCT 


CW/ 5500K , WW/ 3000K 


Voltage 


220 VAC 


CRI 


CW~70 , WW~80 


Beam Angle 


12°/25°/60° 


Luminaire Lifetime 


>50,000 hours 


Switching Power Lifetime 


>15,000 hours 


Safety Standard 


CE 


Weight 


19. 14Kg(Excluding Power Supply) 


IP Rating 


IP 65 


Operating Temperature 


-20°C to +50°C 





1 


236 






263 






577 





FEATURE 




Ultra-high Low 
Light Output Maintenance 




Waterproof 



Heavy Duty Long lifetime 

Construction 



Light-weight 





PRODUCTS 



Part Number 

SL-A5BA12-1000C 


Voltage 

220 VAC 


Watt 

lOOOW 


Light 
Pattern 

12 


Mounting 

U- bracket 


Part Number 

SL-A5BA12-1000W 


Voltage 

220 VAC 


Watt 

lOOOW 


Light 
Pattern 

12 


Mounting 

U-bracket 


SL-A5BA25-1000C 


220 VAC 


lOOOW 


25 


U- bracket 


SL-A5BA25-1000W 


220 VAC 


lOOOW 


25 


U-bracket 


SL-A5BA60-1000C 


220 VAC 


lOOOW 


60 


U-bracket 


SL-A5BA60-1000W 


220 VAC 


lOOOW 


60 


U-bracket 


LIGHT PATTERNS 


















12° 








25° 




60° 










30 15 0 15 30 30 15 0 15 30 30 15 0 15 30 
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ULTRA-HIGH POWER LED SERIES - 2000W 



SPECIFICATION 



DIMENSION 



Material 


Aluminum 


Watt 


2000 W 


Raw Luminous Efficacy 


120 Lm/W 


Effective Luminous Flux 


180000 Lm 


CCT 


CW/ 5500K , WW/ 3000K 


Voltage 


220 VAC 


CRI 


CW~70 , WW~80 


Beam Angle 


12°/25°/60° 


Luminaire Lifetime 


>50,000 hours 


Switching Power Lifetime 


>15,000 hours 


Safety Standard 


CE 


Weight 


43Kg(Excluding Power Supply) 


IP Rating 


IP 65 


Operating Temperature 


-20°C to +50°C 



TTinnnilnin'I'ritlmlfnnfirim lllm'rn 







FEATURE 





Ultra-high Low 
Light Output Maintenance 



Waterproof 




Heavy Duty Long lifetime 

Construction 



Light-weight 






PRODUCTS 



Part Nun 

SL-A5BA12- 


nber 

2000C 


Voltage 

220 VAC 


Watt 

2000W 


Light 
Pattern 

12 


Mounting 

U-bracket 


Part Number 

SL-A5BA12-2000W 


Voltage 

220 VAC 


Watt 

2000W 


Light 
Pattern 

12 


Mounting 

U-bracket 


SL-A5BA25- 


2000C 


220 VAC 


2000W 


25 


U-bracket 


SL-A5BA25-2000W 


220 VAC 


2000W 


25 


U-bracket 



SL-A5BA60-2000C 



220 VAC 



2000W 



60 



U-bracket 



SL-A5BA60-2000W 



220 VAC 



2000W 



60 



U-bracket 
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ULTRA-HIGH POWER LED SERIES - 500W 



SPECIFICATION 



DIMENSION 



Material 


Aluminum 


Watt 


500 W 


Raw Luminous Efficacy 


120 Lm/W 


Effective Luminous Flux 


45000 Lm 


CCT 


CW/ 5500K , WW/ 3000K 


Voltage 


220 VAC 


CRI 


CW~70 , WW~80 


Beam Angle 


12°/25°/60° 


Luminaire Lifetime 


>50,000 hours 


Switching Power Lifetime 


>15,000 hours 


Safety Standard 


CE 


Weight 


11.01 Kg (Excluding Power Supply) 


IP Rating 


IP 65 


Operating Temperature 


-20°C to +50°C 




Cl 



0 





W 



FEATURE 




Ultra-high Low Waterproof Heavy Duty Long litetime Light-Weight PF>.95 

Light Output Maintenance Construction -I'KN NZ 






PRODUCTS 



Part Nun 

SL-A5BA12- 


nber 

500C 


Voltage 

220 VAC 


Watt 

500W 


Light 
Pattern 

12 


Mounting 

U-bracket 


Part Nun 

SL-A5BA12- 


riber 

500W 


Voltage 

220 VAC 


Watt 

500W 


LigKit 
Pattern 

12 


i^ounting 

U-bracket 


SL-A5BA25- 


500C 


220 VAC 


500W 


25 


U-bracket 


SL-A5BA25- 


500W 


220 VAC 


500W 


25 


U-bracket 


SL-A5BA60- 


500C 


220 VAC 


500W 


60 


U-bracket 


SL-A5BA60- 


500W 


220 VAC 


500W 


60 


U-bracket 



LIGHT PATTERNS 



12° 25° 60° 



■\'>:/yf 


. 1 / ;'s 


105 105 
90 90 
75 75 




105 105 
90 90 
75 75 






•£? 


60 60 
45 45 




60 60 
45 45 
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OUTDOOR INFRARED SERIES - SP24 PRO 



SPECIFICATION 



DIMENSION 



Max Distance 


120m (394ft) 


Beam Angle 


10° - 120m (394ft) 


25° - 65m (213ft) 


60° - 45m (148ft) 


Optics Type 


IR LED 


Input Power 


30W max 


Input Voltage 


PoE or 24VDC 


(Opt. 24VAC/DC) 


Weight 


0.85 kg (1.9lbs) 


IP Rating 


IP66 


IK Rating 


IKIO 


Operating Temperature 


-50 to +50°C 


Color 


Black 


Wavelength 


850nm 


(940nm option available) 


Dimension 


154 X 105 X 54mm 


(6"x4.1"x2.1") 


Mounting 


U-bracket 


Safety Standard 


CE:EN61000-6-3,EN50130-4, 


EN60598-l,EN60598-2-5, 


EN62471 


LVD 2006/95/EC 


FCC Class B 


VCCI Class B 


C-tick AS/NZS CISPR 15 




UL 1598 


INTEGRATED POWER SUPPLY 


Power over Ethernet (PoE) 


IEEE 802.3at/af 


Compliant Interface 


Input 


24VDC (Max 4A) 


Output 


24VDC (Max 72W) 


Number of slave 


3 


Input 


UPoE 


Output 


24VDC 


Number of slave 


1 





53.8 





Photocell 

*PSU not included 



FEATURE 



Integrated 












1^ 
















V 





Expandability 



PoE Enabled 



Long Range 
Illumination 



Waterproof 
IP66 



Impact 
Protection 
IKIO 



Long Lifetime 
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OUTDOOR INFRARED SERIES - SP24L PRO 



SPECIFICATION 



DIMENSION 



Max Distance 


500m (1640ft) 


Beam Angle 


6° - 500m (1640ft) 


Optics Type 


IR Laser 


Input Power 


30W max 


Input Voltage 


PoE or 24VDC 


(Opt. 24VAC/DC) 


Weight 


0.85 kg (1.9lbs) 


IP Rating 


IP66 


IK Rating 


IKIO 


Operating Temperature 


-50 to +50°C 


(-58 to 122°F) 


Color 


Black 


Wavelength 


850nm 


(940nm option available) 


Dimension 


154 X 105 X 54mm 


(6"x4.1"x2.1") 


Bracket Type 


U-bracket 


Safety Standard 


CE: EN61000-6-3,EN50130-4 


EN60598-l,EN60598-2-5, 


EN62471 


LVD 2006/95/EC 


FCC Class B 


VCCI Class B 


C-tick AS/NZS CISPR 15 




UL 1598 


INTEGRATED POWER SUPPLY 


Power over Ethernet (PoE) 


IEEE 802.3at/af 


Compliant Interface 


Input 


24VDC (Max 4A) 


Output 


24VDC (Max 72W) 


Number of slave 


3 


Input 


UPoE 


Output 


24VDC 


Number of slave 


1 





53.8 






Photocell 

*PSU not included 



FEATURE 



Integrated 











Expandability PoE Enabled 



Long Range 
Illumination 



Waterproof 
IP66 



Impact 
Protection 
IKIO 



Long Lifetime 
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OUTDOOR INFRARED SERIES - SP48 PRO 



SPECIFICATION 



DIMENSION 



Max Distance 


220m (722ft) 


Beam Angle 


10° - 220m (722ft) 


25° - 120m (394ft) 


60° - 50m (164ft) 


Optics Type 


IR LED 


Input Power 


60W max 


Input Voltage 


PoE or 24VDC 


(Opt. 24VAC/DC) 


Weight 


1.4 kg (3. libs) 


IP Rating 


IP66 


IK Rating 


IKIO 


Operating Temperature 


-50 to +50°C 


(-58 to 122°F) 


Color 


Black 


Wavelength 


850nm 


(940nm option available) 


Dimension 


176 X 133 X 75mm 


(6.9"x5.2"x3") 


Mounting 


U-bracket 


Safety standard 


CE: EN61000-6-3,EN50130-4 


EN60598-l,EN60598-2-5, 


EN62471 


LVD 2006//95/EC 


FCC Class B 


VCCI Class B 


C-tick AS/NZS CISPR 15 




UL 1598 


INTEGRATED POWER SUPPLY 


Power over Ethernet (PoE) 


UPoE Compliant Interface 


Input 


24VDC (Max 4A) 


Output 


24VDC (Max 48W) 


Number of slave 


1 


Input 


UPoE 


Output 


24VDC 


Number of slave 


N/A 


Photocell 


Integrated 


*PSU not included 




FEATURE 






133 



75.30 





82.80 . 











Expandability PoE Enabled 



Long Range 
Illumination 



Waterproof 
IP66 



Impact Long Lifetime 

Protection 
IKIO 
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SP48 PRO Series 








Input 


Beam 




Part Number 


Voltage 


Power 


Angle 


Mounting 


SL-A2IR10-48 


24 VAC/DC 


60W max 


10° 


U-bracket 


SL-A2IR25-48 


24 VAC/DC 


60W max 


25° 


U-bracket 


SL-A2IR60-48 


24 VAC/DC 


60W max 


60° 


U-bracket 


SL-P2IR10-48 


PoE or 24VDC 


60W max 


10° 


U-bracket 


SL-P2IR25-48 


PoE or 24VDC 


60W max 


25° 


U-bracket 


SL-P2IR60-48 


PoE or 24VDC 


60W max 


60° 


U-bracket 



Track Vehicle 
Headlight 



* High Lumen Output 

* Narrow Beam 

* Long Lifetime 

* IP67 





Applications: 

• Locomotives 

• Track Vehicles 

• Construction Trucks 

• Transporting Vehicles 



SPECIFICATION 



Material 
Watt 

Voltage Options 

CCT 

Ra 

Beam Angle 
Life Time 
IP Rating 
Safety Standard 



Aluminum 

1 8 W 

2 4 V D C 

C W/ 5 5 0 0 K 
C W/ 7 0 
1 0 ° 

>30000hrs 
I P 6 7 

C E / R 0 H s 



DIMENSION 




20mm 





